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            PEGLER Prestex

59	 Stopvalve 

specification	

•  crutch top
•  compression x  
    compression
•  PN16 rating at 30⁰C  
    (all sizes)
•  brass body
•  PN10 rated at 90⁰C  

    (15mm and 22mm)
•  PN10 rated at 85⁰C  
    (28mm)
•  BS1010

DN1/DN2 C1/C2 Dr1/Dr2 L1 L2 M slw1/slw4 slw2 slw3 U U2 V Vh Y Z1/Z2

15mm 15mm 13.0 26.0 33.0 51.0 55.0 24.0 18.0 16.0 29.0 9.0 38.0 110.0 14.0 20.0

22mm 22mm 15.0 32.0 47.0 47.0 62.0 32.0 22.0 18.0 37.0 11.0 27.0 110.0 15.0 24.0

28mm 28mm 17.0 41.0 58.0 58.0 68.0 41.0 27.0 22.0 48.0 13.0 86.0 135.0 18.0 35.0

Dimensions (mm)

water

Connection Code Total (kg)

15mm 501007 0.36

22mm 501008 0.58

28mm 501009 1.16

Material specification

Size
Max 

Pressure
(bar)

Min/Max 
Temperature 

(°C)
Shell 
(bar)

Seat 
(bar)

Max 
Pressure

(psi)

Min/Max 
Temperature

(°F)
Shell 
(psi)

 
Seat 
(psi)

15mm to 
28mm 16.0 40 + 900F 24.0 17.5 232.1 39.20 + 1940F 348.1 253.8

Maximum pressure conditions

Test Pressure Test Pressure

Nr Component Material

1 Handle Brass

2 Spindle Brass

3 Gland screw Brass

4 Packing Nylon 66

5 Head CW617N brass

6 Head washer Vulcanised fibre 
(type PG)

7 Body Brass

8 Valve Brass

9 Valve washer EPDM

10 Cone Brass tube

11 Capnut Brass

Pressure & temperature ratings
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