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VENT COWL

AUTOMATIC AIR
ADMITTANCE VALVE

TRAPPED FLOOR GULLY

FLOOR GULLY INLETS

SEALED GULLY
RAISING PIECE

SEALED GULLY
RAISING PIECE
STAINLESS STEEL COVER

size(mm) A Code Col Pk/bx

50 34 : 250.2 GW 5/300 £3.84

Allows air into waste system when negative pressure
occurs. Helps prevent syphonage of traps.

size(mm) A B L L1 C D Code Col Pk/bx

32/40/50 65 26 80 55 25 25 : 253W W 5/70 £20.36

Under-floor trap (e.g. for shower areas) with 3 sockets
to accept 40mm waste pipe.
Seal depth: 50mm.
Cleaning access via removable baffle with integral
gasket to maintain airtight seal.

size(mm) A B C D E F G H Code Col Bx

110/82 169 69 77 64 51 42 82 110 281.43 GT 2/20 £21.22
160/110 169 70 85 69 55 50 110 160 281.64 GT 1/12 £21.22

Two-part fitting to be set in standard-tiled floor
(e.g. in shower areas). Comprises of raising piece with
50mm square top, and snap-in cover.

size(mm) A B Z1 Z2 Code Col Bx

110 PVC 50x150 110 14 48 : 282.6 GW 1/36 £7.70
110 SS 50x150 110 14 48 : 283.6 Self 1/36 £15.58

size(mm) Code Col Bx

110 284.6 GW 1/36 £9.43

size(mm) Code Col Bx

110 285.6 Self 1/36 £15.94
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G - Grey B - Black W - White R - Rustic Brown T - Terracotta

COLOUR CODES IN BOLD
AVAILABLE AS SINGLE ITEMS

200-Solvent




